








Miniload-storage

Storage from injection moulding and of exter-
nal components, outfeed to order assembly

Miniload-storage
Supply:

* 3 Miniload-cranes

* 11,000 storage places

* 3 deep storage

= Full servo control

» Automatic location adjustment

» Positioning via laser

Conveying system
Supply:

» Shuttle car for automatic pick-up
at injection moulding machines

» Box-shake-system for optimal filling
» Weighing and ID stations
» Label application

= In/-outfeed at miniload

Storage management

Storage management is operated

via interactive touch-screens.

This includes reports and statis-
tics facility and full traceability

(name, ID, supplier etc.).

Station for manual storage
of external components and

urgent outfeed

The weight of boxes is double
checked - controlling content
and number of components



Robot management

Robot management is a
standard management module

adjusted to LK’s requirements.

This includes among other
things automatic optimisation

and anti-collision control.
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Robot handling =3

Robot with 4 function heads
- at storage and outfeed

Gantry robot with unique
picking head and manage-
ment

s

Gantry robot
Operations:

» Palletising of articles

from miniload storage
* Depalletising of empty boxes
» Lid application

» Handling of empty pallets

Handling of empty pallets is one of Automatic application of labels
the 4 functions at outfeed with bar code and clear
text
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